
MAWERICK-LED-2600/2950 570x59x79

MAWERICK-LED-3900/4450 850x59x79

MAWERICK-LED-5250/5900 1130x59x79

MAWERICK-LED-6550/7400 1415x59x79

MAWERICK-LED-7850/8900 1690x59x79

MAWERICK-LED-9100/10350 1975x59x79
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MAWERICK-LED-2600/2950 565 295 x

MAWERICK-LED-3900/4450 845 575 x

MAWERICK-LED-5250/5900 1125 855 x

MAWERICK-LED-6550/7400 1410 1140 x

MAWERICK-LED-7850/8900 1685 1415 x

MAWERICK-LED-9100/10350 1970 1700 850
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MAWERICK-LED
Technical conditions of the ligting fixture installation
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IP40, class I
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Dimensions of luminaire:

Mounting holes:

Type Dimensions of luminaire A x B x C (mm)

Type Length of luminaire(A) Mounting hole dimensions (B) Mounting hole dimensions (C)



0,5- 2,5 mm²

8-9 mm
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For DALI system usersFor users of emergency luminairesFor users of luminaires

After clicking on the QR code, you will be redirected to the relevant website.

Basic instructions:
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The light source and gasket in this lighting fixture can be replaced only producer or its contractual service technique or a similarly qualified person.
When installing lighting fixture, observe the ESD safety using appropriate tools!
When the mounting instructions are not observed, the producer can´t be responsible for incidental damages incurred.

The light source and gasket in this lighting fixture can be replaced only producer or its contractual service technique or a similarly qualified person.
Any modification or replacement of components on the luminaire that affects the protection against dangerous explosions is prohibited.
Repairs to luminaires may only be carried out by a suitably qualified person and only with original spare parts.

Producer included in the recycling system provided by EKO-KOM company. (EK-F06070058).

Installation of luminaires:

1. Loosen the screws (3) in the headpiece (4) and slide the headpiece out of the body (1)
2. Remove the diffuser (8), reflector (6) and disconnect the connector (5).
3. Draw the power cable through the rubber grommet (2) in the body.
4. Connect the power cable to the unoccupied part of the supply terminal block (7) as follows:

*The marking and connection of individual terminals may differ depending on the required lighting fixture equipment. In case of any doubts, please contact the technical support of VYRTYCH a.s

5. Reconnect the connector (5), insert the reflector (6) and the diffuser (8) back into the body.
6. Insert the headpiece (4) into the body (1) and secure the screws (3) with a tightening torque of 1.5Nm.

Clip MAWERICK-LED MAWERICK-LED-DALI MULTIMAWERICK-LED
L1 phase conductor phase conductor conductor of charging phase

L2 - D1 conductor of switching phase

L3 - D2 -

N neutral conductor neutral conductor neutral conductor

T   protective conductor protective conductor protective conductor
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