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BISON-LED
Technical conditions of the ligting fixture installation
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IP66, class I
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Dimensions of luminaire:

Dimensions of luminaire A x B x C (mm)Type

Mounting holes of boom:

Dimension (AxB)TypeDimension (AxBxC)Type

Mounting holes of suspension lugs:

Pic.1 Pic.2



X

      

      

      

      

2

3

4

5

1

      

      

      

1
2

3

Page 2/2Židněves 116, 294 06 Březno, Czech republic

The lighting fixture can be installed by authorized persons only according to valid regulations on professional qualifications in electrical engineering.
When the lighting installation you should follow ESD safety aids worth using!

In case of instruction non-performance producer can´t be responsible for relevant damages caused!
Construction of the lighting fixture doesn´t needs special maintenance. Wash the polluted housing with the cool water and detergent.

Producer included in the recycling system provided by EKO-KOM company. (EK-F06070058).

Mounting on suspension lugs: Mounting with bracket:

Wire BISON-LED BISON-LED-DALI MULTIBISON-LED
L1 (brown) phase conductor phase conductor conductor of charging phase

L2 (gray) - D1 conductor of switching phase

L3 (black) - D2 -

N (blue) neutral conductor neutral conductor neutral conductor

T          )))))))))))) protective conductor protective conductor protective conductor(green-yellow)

*The marking and connection of individual terminals may differ depending on the required lighting fixture equipment. In case of uncertainties contact the technical support of VYRTYCH a.s

1. Screw the suspension lugs (2).
2. Hang the lamp (3) behind the suspension lugs (2).
3. Connect the supply cable (1) as follows:

1. Using screws (3) (not included as standard accessories), mount the bracket (2)  
    to the ceiling. Ensure that the support base is sufficiently strong.  
    The mounting holes are shown on picture 1.
2. /Hang up the luminaire (5) and tighten the screws (4) tightening torque 1,5Nm.
3. Connect the supply cable (1) as follows:

After clicking on the QR code, you will be redirected to the relevant website.

For users of luminaires For DALI system usersFor users of emergency luminaires

Basic instruction:

https://www.vyrtych.cz/wp-content/uploads/downloads/pokyny-pro-uzivatele/Z%C3%A1kladn%C3%AD%20pokyny%20pro%20u%C5%BEivatele%20sv%C3%ADtidel%20DALI_CZ_ENG.pdf
https://www.vyrtych.cz/wp-content/uploads/downloads/pokyny-pro-uzivatele/Z%C3%A1kladn%C3%AD%20pokyny%20pro%20u%C5%BEivatele%20nouzov%C3%BDch%20sv%C3%ADtidel_CZ_ENG.pdf
https://www.vyrtych.cz/wp-content/uploads/downloads/pokyny-pro-uzivatele/Z%C3%A1kladn%C3%AD%20pokyny%20pro%20u%C5%BEivatele%20sv%C3%ADtidel_CZ_ENG.pdf
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